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Stage IB - Infermediate Phase
The work in this phase Involves drainage system Improvements and the widening of S.R.Z292 from

STA [*160 fo STA 4:927.7/9,and the milling and inlay of S.R.292 from STA 492779 fo STA 5+560.
Also,the realignments of Wilson Road (C.R./4),Brice Drive/0ld Mt.Vernon Road,Donovan Street (C.S.710)

- Fowler Streef,and Lowery Place Access Road will be constructed. All BMPs Installed during the Initial
“phase shall be maintained during this phase.Concurrent with the grading of the proposed difches,check

dams should be Installed as shown In the plans.Af the time of storm drain installations,the stone filter
rings installed during Stage IA af the inlets of the existing pipes should be removed.As storm drain
pipes are installed, silt fence should be Installed to wrap around pipe inlets and outlets as applicable,
and Type 3 Rip Rap should be installed at the outlets as shown on the plans.Stone filter rings should be

" installed af STA I4I6 LT,STA 2+68] RT,STA 3+504 LT,STA 3+880 LT & RT,and STA 4-380 RT.

REVISTONS

Inlet sediment traps should be installed as storm drain structures are constructed.Earth berms and
femporary slope drain pipes should be installed during the grading operation to channel storm runoff

down the front slopes.Construction exits should be placed and maintained as necessary to prevent
fracking of material onto roadway during grading operation.
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